PTELMA

ARCHITECTURAL LIGHTING

Installation Instructions

QUAD 38

ID: QU38 e
TYPE: Module / Made-to-Measure e
MOUNTING: Recessed Trimmed
1A 1B 42mm

First diffuser removal

=

PULL

Diffuser and gear tray removal

All gear trays are numbered, Made-To-Measure luminaires follow the
technical drawing

Use the table in 1C to choose your module length (L1) and provide
the cut out dimensions (L2)

1iC. L1[mm] L2[mm]
610 602
200 892
1192 1184
1485 1477
1775 1767
2360 2352
2940 2932

Cut out size continued

Follow same ruling for cutout diemsions on Made-To-Measure 8mm
less than total length including trim.
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LOCKED

Fixing luminaire into ceiling void
Ensure recessing bracket is in the unlocked position prior to pushing
the luminaire into the ceiling slot.
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PTELMA

ARCHITECTURAL LIGHTING Installation Instructions

Electrical connections

Using an appropriate manual screwdriver, tighten bracket bolt pulling Ensure all terminations are complete and secure.
lumianaire up into the ceiling and twisting to lock into place as per Please use document "Optelma_INSTALLATION_ WIRING REV L"
visual in 1D

1G.

Ressembly of Luminaire
Ressembly is the reverse of stage 1A
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